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NOTICE (सचूना) 
सन्दर्भ: 5001/1/उपकरण/Portable Piston Corer/2024-25/                            दिन ांक: 10.12.2024 

 

सेव  में 
 ......................................... 

 ......................................... 

  

विषय:-  “स म्पतिक वस्ि ुप्रम ण-पत्र” (PROPRIETARY ARTICLE CERTIFICATE) के आध र पर सांस्थ न 
हेिु “Portable Piston Corer” उपभोज्य को क्रय करन  आपेक्षिि हैं | जिसक  वववरण तनम्न ि लिक -‘क’ के 
अनुरूप हैं–  

 

तालिका-‘क’ 
क्र. सं. वििरण आिश्यक 

मात्र 

ईएमडी 
की िागत 

सुरक्षा जमा 
रालि 

1 Portable Piston Corer, (Detailed Specification is as Annexure-1 

(attached) 

01 लाग ूनहीं  लाग ूनहीं 

   

सवविन को सूचिि ककय  ि ि  है कक सांस्थ न द्व र  उपरोक्ि ि लिक -‘क’ के अनुरूप आपेक्षिि “Portable 

Piston Corer” को (PAC)  आध र पर क्रय करन  हैं | यदि कोई उपभोक्ि /फमवि ि /बोिीि ि , उक्ि “Portable 

Piston Corer” के अनुरूप अपनी प्रतिभ चिि  करन  ि हि  हैं | वह 21 दिनों के अन्िर-अन्िर अपन  
पि/प्र थवन -पत्र/ई-मेि (पूणव ववतनिेशो के स थ) िी िई ई-मेि आई०डी० िैस े store_gen@wihg.res.in, 

stores@wihg.res.in, पर कर सकि  हैं |    

उक्ि सूिन  (Notice) 21 दिनों (ददनांक: 10.12.2024 स ेददनांक: 31.12.2024 तक) िक प्रभ व 
में रहेिी |  

 

-ह- 
(रं्डार एिं क्रय अधिकारी) 
कृत ेननदेिक, ि.दह.र्.ूसं. 
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Detailed specification of “Portable Piston Corer” as Annexure-1 

The standard set is suitable for piston based core sampling up to a depth of 5 meter. The materials used for 

the multisampler are stainless steel, NBR- rubber (the piston) and transparent acrylic plastic (sampling tube). 

The standard set (with bayonet connection), among other items, contains: a multisampler, inclusive of two 

cutting heads (one for fluid- and one for solid material), sampling tubes, pistons, extension rods, a top-piece 

and various accessories. The complete set can be transported in a carrying bag with shoulder strap. Using 

the multisampler it is possible to take anaerobe samples in a wide variety of wet materials, solid as well as 

fluid. 

Using the piston rod (usually extended by means of a wire-line) it is possible to move the piston in the 

sampling tube while this tube is held stationary. In this way the original stratification of the sampled material 

is maintained.  

 

(Store & Purchase Officer) 

 


